
REQUIRED PACKAGING & MATERIAL 
STANDARDS  FOR CARBON COMPOSITE 

WASTE DELIVERIES TO RECYCLED 
CARBON FIBRE LTD.

PLEASE NOTE THAT RECYCLED CARBON FIBRE LTD HAS THE CAPACITY TO OFFLOAD UP TO 
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ANY INDIVIDUAL LIFTS EXCEEDING THIS LIMIT WILL BE RETURNED FOR RE-PACKING. 

ALL MATERIAL IS TO BE KEPT DRY PRIOR TO AND DURING 
DELIVERY.

LOADS CONTAMINATED WITH GENERAL WASTE WILL BE 
RETURNED AT THE COST OF THE CONSIGNOR.



General Material Requirements:

No Flame retardant composite materials can be processed
No materials containing halogens (fluorine, chlorine, bromine, iodine or astatine
can be processed
Waste will only be accepted on condition that freedom from the above materials
is guaranteed, by written declaration of the waste supplier. Any breach of such 
declarations, will result in liability for all subsequent return, clean-up and penalty
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Care under the Waste Management Regulations and/or Pollution Control Act.

Under our Duty of Care obligations any infringement will be reported to the UK
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address.



Cured off-cuts are to be stacked flat in a 
bin / container / bag or secured to a pallet.

Uncured off-cuts are to be stacked flat and 
secured to a pallet. Where the plastic 
sheet has been removed: they must be 
separated with plastic/paper sheets.

As a rule: off-cuts are to be a minimum of 150mm square and surface area of 225cm.



Roll ends and end of life rolls are to be kept 
on the bobbins/spools/creels and bagged, 
stacked horizontally in a container/bin  or 
vertically in an IBC or secured on a pallet.
Uni-directional spools are ideal to recycle 
into chopped lengths whereas woven 
material will be reworked into milled carbon.


